For Global Market

RELATED PARAMETERS QUALIFICATION AND LINEAR WARRANTIES

| NN Cell type Monocrystalline Product standard IEC61215,61730
L |!:_I | M a ys u n S o I a r Number of cells / cell arrangement 60/6x10 Extended product warranty 12 years

| . e . Cells dimension 6" Output decline 3%/year performance Pmpp (STC) 1*tyear

I . M 0 n OC rYSta I I I n e Packing unit 30 modules Output decline 0.7%/year performance Pmpp (STC) 2"~ 25Myears

PV M o d Ie Weight of packing unit (for container) 557 kg /1228 lbs — i HerformaanmWansranty
u 97.50% »

MS(280-320)M-60 Series

p Reistent gegen Potenzialinduzierte Degradation  p 130km/h Windlast(2400Pa) e 85.00% -
- . 1640 x 992 x 35 mm
» 1000V/1500V IEC zertifiziert e : - L . =
V/ _ P 35mm Hagelkorner bel 97 km/h Outer dimensions (L x W x H) 6457 x 30.06 x 138 in — i
| 75.00% ,
| =il Frame technology A|uminum, silver anodized 0 12 345 6 7 8 9% 10 11 12 13 14 15 16 17 716 19 20 21 22 23 34 25
m m m m m DE Module composition Glass / EVA / Backsheet (white
, P S -V Curves of PV module MS260M-60
ELECTRICAL SPECIFICATIONS Weight (module only) 18 kg /39.68 Ibs at various solar irradiance
ELEKTRISCHE DATEN @ STC 280 Wp 290 Wp 300 Wp 310 Wp 320 Wp Front glass thickness 3.2mm/0.131in IscCAy &
10.00
Modulmal3e 1640%*992%*35 MM Junction box IP rating IP 65/67 9.00 1000w/m’
) _ 8.00 |-
Leistungstoleranz- Pmax (W) 0/+5 Wp YCable length(IEC) 600/900 mm / 23.62/35.43 in i 800w/m?
| : 6.00
Nomina”eistung—PMM (Wp) 280 Wp 200 Wp 300 Wp 310 Wp 320 Wp Cable diameter (IEC) 12 AWG /4 mm? — 600w/m’
| - : : 4.00 2
Spannung im MPP-Uwe (V) 31.97V 3245V 3293V 3341V 34.19 V #Maximum load capacity 5400 Pa I
; 2.00 |- :
Strom im MPP-lur (A) 8.76 A 3.94 A 9.11 A 0.28 A 9.36 A FUR PRELSITRRSE L S -
Connector type (IEC MC4 tibl e .
Leerlaufspannung-Uoc (V) 38.68V 39.26V 39.85V 4043V 405V onnector type (IEC) LT Hel e 0.00 450 900 1350 18.00 2250 2700 3150 3600 4050 Voc(V)
Kurzschlusstrom-Isc (A) 028 A 047 A 066 A 084 A 097 A Refer to Maysun Solar crystalline installation manual.
Modulwirkungsgrad MNm (%) 17.2% 17.8% 18.4% 19.1% 19.7%
Ausgangsleistung-Pmax(W NOCT . _
gang g (Wp)@ 205.8 Wp 213.2Wp 220.5 Wp 227.9 Wp 234.5 Wp _ MODULE DIMENSION DETAILS
SPANDLEEL 1 BaeE BB 28.95V 29.21V 29.64V 30.07V 30.64V Front view Side view Rear view Frame cross section
Strom im MPP-Impp(A)@NOCT 7.11A 7.30 A a1 Y /.58 A 7.66 A
| 16-3 mm x
Leerlaufspannung-Uoc(V)@NOCT 36.02V 36.36V 37.08V 3742V 37.82V 992 mm/3.222 feet 35 mm/ 0.115 feet 1’“’“’0'01 et . - 11 mm/0.036 feet
0.025 feet - %
Kurzschlussstrom-ISC(A)@NOCT 757 A 777N 792 A 8.07 A R 27 A T T T T T T T E Drainage hole J
' 3 : ] N
. : >
Temperaturkoeffizient von (Pmpp) - 0.380%/K Maximale Systemspannung (IEC) 1000Voc / 1500Voc | J = “LY . —
| r 2-()4 mm/0.013 feet 2 = | - ey e
Temperaturkoeftizient von (Isc) +0.042%/K Der bypass-dioden 3 ~ Ground hole "\ £ = 2 0
T N S N |y -
© 2 . |= S|
Temperaturkoeffizient von (Impp) - 0.008%/K Maximale Absicherun 15 A : —= £ |E =
9 o = S
O s |2 *
; o o L e ap)
Temperaturkoeffizient von (Vimpp) - 0.373%/K Betriebstemperatur -40°C to +85°C . | 8- mm x ol 2 ¢
14 mm/0.030 feet x |4 942 mm/3.091 feet I
0.046 feet
Temperaturkoeffizient von (Vo) - 0.284%/K _EE o ! L el B )
NiERNg bele I 35 mm/0.115 feet l
Nennbetribstemperatur der Zelle (NOCT) 46+2°C LU UL i E L
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Maysun Solar FZCO Reserves the right of final interpretation.
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ISO9001:2015 AA cias Specifica tions and designs included in this datasheet are subject to change without notice.
O
IEC 61701 IEC 60068-2-68 IEC 62804 \ }
Salt Spray test | sand test 1500V PID test 19—

Severity (3)
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Address: No.FZS2AB01, Jebel Ali, Dubai, UAE Maysun Solar 05-2017
Website: www.maysunsolar.com



